ACCESSORIES

56

RICCI

Pig tails

MP 5/1

MP 5/1

MP 5/2

MP 5/22

MP 5/3

MP 5/5

MP 5/6
MP 5/66

MP 5,2

1/4" GAS/BSP
1/2" GAS/BSP
1/4" GAS/BSP
1/2" GAS/BSP
1/2" NPT
1/2" GAS/BSP
1/2" NPT
1/2" GAS/BSP
1/2" NPT
1/2" GAS/BSP
1/2" NPT
1/2" NPT
1/2" GAS/BSP
1/2" NPT
1/2" GAS/BSP

OTTONE NICHELATO
NICKEL PLATED

AISI316

A 106 grB

A 106 grB

AlSI316
A 106 grB

AlISI316

AlSI316

MP 5,22

25 BAR 20°C

120 BAR 20°C

200 BAR 20°C

200 BAR 20°C

260 BAR 20°C

200 BAR 20°C

260 BAR 20°C

260 BAR 20°C

> MODELLO > ATTACCO > MATERIALE > PRESSIONE MAX > CODICE
> MODEL 2> CONNECTION > MATERIAL > MAX PRESSURE > CODE

510.R21TM21F
510.R41TM41F
510.421M21F
510.441M41F
510.443M43F
520.E41M41F
520.E43M43F
522.341M41F
522.343M43F
530.441M41F
530.443M43F
550.E43M43F
560.441M41F
560.443M43F
566.441M41F

Per esecuzioni differenti dallo standard non esitate a contattare i nostri uffici commerciali.
For products out of the standard range, please contact our sales offices.

MP 5,66

SU RICHIESTA/ON REQUEST

SU RICHIESTA/ON REQUEST



