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TG 893

TERMOMETRI A GAS

INERTE DN100O
- Inert gas-filled
thermometers DS100

=2y
101

124

Termometro a gas inerte, tutto inox, modello
orientabile; pud essere montato sia con raccordo
radiale che posteriore. Perno di attacco al processo in

E522
HEX.22

AISI 316 1/2” Gas, grado di protezione IP 55 secondo
s IEC 529, trasparente in vetro, movimento in acciaio
CEIRNELE BilE | inox. Lunghezza bulbo: 150 mm (DN 11,5 mm).
0/60 °C TG899.E41M314 :
0/100 °C TG899.E41M316 ! Inert gas-filled stainless steel thermometer, every angle.
0/160 °C TG899 E41M318 ! AISI 316 1/2" BSP connection, IP 55 protection as
0/250 °C TG899 E41M320 IEC 529, glass transparent, stainless steel movement,
Bulb length: 150 mm (ds 11,5 mm).
TG 808

TERMOMETRI A GAS INERTE

FLANGIA ANTERIORE DN100
Front flange inert gas-filled
thermometers DS100

; Termometro a gas inerte, tutto inox, posteriore con
s flangia anteriore. Permo di attacco al processo in AlSI
e 316 1/2” Gas, grado di protezione IP 55 secondo IEC

529, trasparente in vetro, movimento in acciaio inox.

> RANGE > CAPILLARY LENGTH »BULB » CODE , ‘ ,
Inert gas-filled stainless steel thermometer, with
0/200 °C 3.000 220 mm TG809.E31941M front flange. AISI 316 1/2" BSP connection, 1P 55

0/200 °C 7.000 125 mm TG809.E319P0Z protection as IEC 529, glass transparent, stainless
steel movement.

Per esecuzioni differenti dallo standard non esitate a contattare i nostri uffici commerciali.
For products out of the standard range, please contact our sales offices.



